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CHINT Smart Power Sensor e
For HUAWEI EV-Charger Solution

Technical Specification DDSU666-FE

Mechanical Parameter
Dimension (WxDxH) 72x98%65.5 mm
Mounted Type DIN35 Rail

Power supply

Power Grid Type 3P4W

Input Voltage 85VAC~288VAC (phase voltage)
Power Consumption <2W

Auxiliary Power Supply 85VAC~288VAC (L,N)

Measurement Range

Line Voltage 147VAC~499VAC
Phase Voltage 85VAC~288VAC
Current OA ~100A

Measurement Accuracy

Voltage +0.5%
Current +1%
Frequency +0.0THz
Power +1%
Energy +1%
Communication
Interface 1-Way Ethernet
Communication Protocol Modbus-TCP
Environment
Operating Temperature -25°~ 60°
Storage Temperature -40°C ~ 70°C
Operating Humidity 5% ~ 95% (non-condensing) \
Other
Attachment Current Transformer
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General Disclaimer

The information in this document may contain predictive statements including, without limitation, statements regarding
the future financial and operating results, future product portfolio, new technology, etc. There are a number of factors
that could cause actual results and developments to differ materially from those expressed or implied in the predictive
statements. Therefore, such information is provided for reference purpose only and constitutes neither an offer nor an
acceptance. CHINT may change the information at any time without notice.
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